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Hand molded
& colored

Easy to
install

Natural
wood look

‘Disappearing’
screws

Wood free Integrated
UV stabilizers 

High
slip-resistance

Cold
bending

Dimensions: (T x W x L)

11/4”  x 2” x 941/2” 
32mm x 50mm x 2400mm

Board Type:

Square Edge

Coverage:

1.29 sq. ft / board (0.12 sq. m)
0.77 boards / sq. ft (8.33 boards / sq. m)

Weight: (per board)

11.7 lb
(5.3kg)

11/4” x 2” x 941/2”  
32mm x 50mm x 2400mm

Bullnose Edge 1.29 sq. ft / board (0.12 sq. m)
0.77 boards / sq. ft (8.33 boards / sq. m)

11.7 lb per board
(5.3kg)

11/4” x 57/8” x 1413/4”  
32mm x 150mm x 3600mm

Bullnose Board 5.81 sq. ft / board (0.54 sq. m)
0.17 boards / sq. ft (1.85 boards / sq. m)

20.5 lb per board
(9.3kg)

5/8” x 53/4” x 1413/4” 
16mm x 146mm x 3600mm

Fascia Board 5.66 sq. ft / board (0.53 sq. m)
0.18 boards / sq. ft (1.9 boards / sq. m)

14.1 lb per board
(6.4kg)

Brushed Basalt
Square Edge MEUF24B
Bullnose Edge MEBF50B
Bullnose Board MEBB360B
Fascia Board MFN360B

Coppered Oak
Square Edge MEUF24C
Bullnose Edge MEBF50C
Bullnose Board MEBB360C
Fascia Board MFN360C

Driftwood/Smoked Oak
Square Edge MEUF24D
Bullnose Edge MEBF50D
Bullnose Board MEBB360D
Fascia Board MFN360D

Golden Oak
Square Edge MEUF24G
Bullnose Edge MEBF50G
Bullnose Board MEBB360G
Fascia Board MFN360G

Jarrah
Square Edge MEUF24J
Bullnose Edge MEBF50J
Bullnose Board MEBB360J
Fascia Board MFN360J

Vintage
Square Edge MEUF24V
Bullnose Edge MEBF50V
Bullnose Board MEBB360V
Fascia Board MFN360V

Antique Oak
Square Edge MEUF24A
Bullnose Edge MEBF50A
Bullnose Board MEBB360A
Fascia Board MFN360A

Ashwood
Square Edge MEUF24H
Bullnose Edge MEBF50H
Bullnose Board MEBB360H
Fascia Board MFN360H

Burnt Cedar / Embered
Square Edge MEUF24R
Bullnose Edge MEBF50R
Bullnose Board MEBB360R
Fascia Board MFN360R

Ebony Grey
Square Edge MEUF24Y
Bullnose Edge MEBF50Y
Bullnose Board MEBB360Y
Fascia Board MFN360Y

Limed Oak
Square Edge MEUF24L
Bullnose Edge MEBF50L
Bullnose Board MEBB360L
Fascia Board MFN360L
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Certification

The information in this document was correct at the time of going to print. Due to our culture of continuous improvement we 
reserve the right to change the information at any time without prior notice should further tests reveal different results.

For all applications we recommend a 1/8" space between 
the sides of boards (or 1/4" if using the DuoFix side-fastening 
guide) and 1/16" gap at the ends on butt joints. A 1/2" gap 
should be left between the boards and any abutting 
vertical surface to facilitate drainage.

The maximum unsupported overhang for the boards is 
2" and each cut board must be supported by a minimum 
of three joists. Where a board crosses a joist, two 
Durafix screws are needed. At the end of the boards we 
recommend three Durafix screws.

Working Specifications

Square Edge Bullnose Edge Bullnose Board Fascia Board

Residential applications
52 psf uniform distribution load

Joists must support boards at 16" on center if boards
are at 90° to joists. If boards are at 45°, space joists
at 12" on center.
Tip: Space joists at 155/8" to minimize wastage.

Commercial applications
104 psf uniform distribution load

Joists must support boards at 12" on center if boards
are at 90° to joists. If boards are at 45°, space joists
at 91/2" on center.
Tip: Space joists at 113/4" to minimize wastage.

View Accessories

Millboard decking edges and fascia provide the 
perfect finishing touch to transform your deck into a 
stunning and long-lasting masterpiece.To explore 
the complete range available please visit our 
website: www.millboard.com/edging-and-fascias

Complete your deck


